
V1-40  
SPOOL 
OPERATED 
MICRO-SWITCH 
 
Description 
 
Hy-Pro spool operated micro-
switches are used when it is 
necessary to energize an 
electric circuit as the spool is 
moved from neutral and to 
de-energize it when the spool 
returns to neutral. The micro-
switches are actuated by a 
spring-loaded  plunger which 
follows the spool movement.  
 
Application  
 
Used to switch an electrical 
pump or warning device when 
the valve is operated, they can 
also be used to switch a flow 
control or solenoid valve. The 
twin switch option allows 
operation of an independent 

secondary circuit such as 
safety cut-outs. 
 
Micro-switches can be 
fitted to standard valves by  
removing the centring 
mechanism housing and 
replacing it with the micro-
switch assembly. The latest 
design allows this to be 
achieved without having to 
remove the section from 
the valve bank. Care must 
be taken  
 

during this operation to 
avoid spool movement 
which could displace the 
spool seals. 
 
Options 
 
■ Alternative plungers for   
   double acting operations  
   and single-acting  
   operation for A and B   
   ports. 
 
■  An IP67 rated switch can 
    be specified where  
    environmental protection 
    is necessary. 
 
■  Twin switch assembly.  
 
■ Custom options are  
   welcome, please contact 
  us with your requirements. 
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