
ACTUATOR ANGLE WITH
STANDARD TILLER BOLT

13
0.

50

15
.0

0
0.

59
1

32
.0

0

64.00 
STANDARD

 TILLER BOLT
HEIGHT

79
.0

0

1.91°

245.00
WORKING STROKE

9.646

504.0
19.843

573.5
22.579

69.50
2.736

260.00

35° 35°

213.4
8.4

ML40S MOUNTING CL

ML40+ MOUNTING CL

76.20
3.000

76
.2

0
3.

00
0

TAPPED HOLES FOR MOUNTING
ACTUATOR TO ADAPTOR PLATE

4 OFF M8 MOUNTING BOLTS
FOR ADAPTOR PLATE REQUIRES

8.8 CLEARANCE HOLES IN
SUPPORT DECK AT CENTRES SHOWN

VIEW SHOWING
MOUNTING PLATE

ACTUATOR REMOVED
SEE DRAWING V4065-a FOR ASSEMBLY INSTRUCTIONS

Sheet1 of 2

SHEET SCALE

DESCRIPTION

DRG NO

2009 1:3
ISSUE

02
R4065-i

ML40+ RETROFIT INSTALLATION FOR ML40S

THIRD ANGLE PROJECTION

DOCUMENT: hypro.slddrw
C

 STOCK CODE
HYPRO MANUFACTURING QUALITY STANDARDS APPLY

DO NOT SCALE           IF IN DOUBT ASK
HYDRAULIC PROJECTS LTD. 01626 863634

www.hypro.co.uk  enquiries@hypro.co.uk

TREATMENTMATERIAL
  

A3

APPROX. SCALE
 WHEN PRINTED A3

A B C D E F G H J K L

1

2

3

4

5

6

7

8

9

10

RELEASED DRAWING
PROVISIONAL ~  DRAWING FOR REVIEW ONLY NOT FOR MANUFACTURING PURPOSES
PROTOTYPE ~ DRAWING FOR SMALL PROTOTYPE BATCHES
RELEASED ~ DRAWING FOR  PRODUCTION BATCHES

TOLERANCES
UNLESS OTHERWISE STATED
DECIMAL  None     +/- 1 mm
DECIMAL  0.0        +/- 0.25mm
DECIMAL 0.00       +/- 0.10mm
ANGLES +/- 0.5
REFER BS308 PARTS 1 TO 3

ALL DIMENSIONS IN mm



REVISION HISTORY

ISSUE DRN DRAWN BY DRAWN 
DATE CHECKER ZONE CHANGES REASON

01 10650 Barry Wynn 14/09/2009 James Roberts New drawing

02 10708 Barry Wynn 25/03/2010 James Roberts Alternate position in lower view show angular position with standard tiller bolt Customer request
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